
LADDER AUDIT FORM
Provided by Werner Co. Australia

DATE:

ORGANISATION:

KEY CONTACT:

AUDIT COMPLETED BY:

RECOMMENDATIONS/ COMMENTS (Encircle)

PASS Ladder is in good condition

FAIL Ladder tagged as unsuitable and removed from use

COMMENTS

ADDRESS:

DATE:

HAVE LADDER USERS BEEN TRAINED ON HOW TO USE A LADDER SAFELY? NOYES

FAIL COMMENTPASSKEY AREAS

This audit is intended to identify basic issues for ladders and should not be used as an infallible guide to performance and/ or current OHS 
regulations. Technical details can be obtained from www.baileyladders.com.au. Check with your state regulator for any OHS details.

COMPLETED BY: DATE:

LADDER AUDITED:

CONSTRUCTION:

BRAND/CODE:

SIZE:

REACH HEIGHT:

LADDER TYPE:

DATE OF MFR:

Record asset number if available

Height of ladder in open position (metres)

Stepladder Reach Height = Ladder Height (m) – 0.6m + 2.0m
Platform Stepladder Reach Height = Platform Height = Platform Height (m) + 2.0m

Suggestion: Look under treads for a stamp

Aluminium Fibreglass Steel Timber

Stepladder Extension Platform Dual Purpose Others:

Others:

1. LOAD RATING:
 » Must be a minimum of 120kg if used in a workplace.

2.  DUTY RATING
 » Must be INDUSTRIAL if used in a workplace.

3. IS THE SIZE OF THE LADDER APPROPRIATE FOR THE TASK?

4. IS THE LADDER USED FOR ELECTRICAL WORK?

5. DOES THE LADDER SIT FLAT ON A LEVEL CONCRETE FLOOR?
 » Look for evidence of rocking.

6. DOES THE LADDER HAVE ANY MISSING PARTS?
  » Hinges, rivets, feet, handrails, ropes

7. ARE THE LADDERS RIVETS/ BOLTS IN A SOUND CONDITION?

8. ARE THE LADDER FEET WORN OR UNEVEN?
 » Worn feet can cause the ladder to slip

9.  ARE ANY ROPES WORN OR MISSING?

10. ARE THE LADDER STILES/ TREADS IN GOOD CONDITION?
 » Look for dents

11.  ARE THE LADDER SPREADER ARMS IN SOUND CONDITION?
 » Are they loose/ sloppy?

12. ARE THE LADDER WHEELS/ CASTORS MISSING AND/ OR IN
 SOUND CONDITION?

13. CHECK THE LADDER SURFACE.
 » Rust, corrosion, grease

14. ARE ANY WELDS SHOWING CRACKS OR EVIDENCE OF FATIGUE?

15. HANDRAILS/ SAFETY GATES (900MM ABOVE PLATFORM)?

16. IS THE PLATFORM IN A SOUND CONDITION?

17. DOES THE PLATFORM HAVE KICK PLATES/ TOEBOARDS?

18. ARE SAFETY LABELS IN PLACE?
 » Example: Load, Duty, Warning
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